Solar DC Cable

DATA SHEET - SolarFlex

Application

UKC SolarFlex-PV1-F is a solar cable for interconnection use within a typical photovoltaic system.

Resistant to UV and ozone the cable can be used inside or outside, has good abrasion and flame-retardent
properties. Halogen free, oil resistant reduced diameter and outstanding flexibility. Ecologically safe -

fulfill the RoHS directive 2002/95/EG. Full range of sizes available from 2.5mm?* to 10.0mm?* with
colour combinations.

Technical Data

Min. Bend radius

8 x diameter flexing

4 x diameter fixed

Conductor:- Flexible tinned copper to class 5, IEC60228, VDE 0295
Insulation:- HFX 509 Halogen free, flame retardant and low smoke emission cross-linkable
compound. EN 50363-0 type G9 & G10, CENELEC HD 22.1S2 type EI5, BS7211 type EI5,
VDE 0207 part 23 type HJ1, VDE 0266 type HXI1, TUV2pfgl169-082007 solar insulation.
Sheath:- HFX 500S Halogen free, flame retardant and low smoke emission cross-linkable
compound. EN 50363-0 type M2, IMQ CPT 065 type M21, VDE 0207 part 23 type HJ1,
VDE 0226 type HXI1 & HXM1. Hardness 45 Shore D, 13.0 N/mm? tensile strength.
Type UKC SolarFlex-PV1-F UKC SolarFlex-PV1-F
4.0mm?* Rd,Bu,Bk,Bn,Gy. 6.0mm? Rd,Bu,Bk,Bn,Gy.
Cross-section 4.0mm? 6.0mm?
Cable diameter 5.50mm nominal 6.40mm nominal
Voltage rating AC 600/1000v 600/1000v
Voltage rating DC 900/1500v 900/1500v
Test voltage 5000 V AC 5000 V AC

Temperature range

-40 to +120 C

8 x diameter flexing

4 x diameter fixed

Short circuit temp

200 C

-40to +120C

Nominal weight

6.25kg/100mtrs

200 C

8.85kg/100mtrs




